SAE Aerospace AEROSPACE | SAE | Aws-a-p-3sa

An 5AE International Group MAT E RIAL — —
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Superseding AMS 2700

Passivation Treatments for Corrosion-Resistant Steel

CANCELLATION NOTICE

This specification has been declared “CANCELLED” by the Aerospace Materials Division, SAE, as
of February, 2005, and has been superseded by AMS 2700. The requirements of the latest issue of
AMS 2700 shall be fulfilled whenever reference is made to the cancelled AMS-QQ-P-35, utilizing the
“Type” designation noted in the following table. By this action, AMS-QQ-P-35 will remain listed in the
Numerical Section of the Index of Aerospace Material Specifications, noting that it has been
superseded by AMS 2700.

Cancelled specifications are available from SAE.

AMS-QQ-P-35 Type Superseding AMS 2700 Type
I 2
Vi 6
Vil 7
Vil 8
Not Specified Use Type appropriate for alloy, subject to pur-
chaser acceptance.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this repart is entirely
valuntary, and its applicability and suitability for any particular use, including any patent infringement arising therefram, is the sale responsibitity of the user.”
SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.
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